
Panels are made with a unique, patented aggregate mix-
ture comprised of highly porous material and cement 

Panels have been tested up to 3000 PSI of pressure—
Exceeding established standards for skirting materials 

Panels can be set in soil and backfilled to a depth of 12 
to 24 inches 

Porous surface allows for excellent paint adhesion, 
allowing for simple color coordination  

Superior sound, wind, and fire protection exceeds pub-
lished guidelines for mobile and manufactured housing 

Rodent, termite, snake, and vermin proof 

Panels have demonstrated exceptional moisture resis-
tance providing an effective moisture barrier  

Panels are heat, water, and rot proof 

Panel designs have been reviewed and approved by 
State of Arizona Department of Building and Fire 
Safety, the Office of Manufactured Housing, the Fed-
eral Housing Administration (FHA), and the Veteran’s 
Administration (VA) 

Modular home compatible; inquire for additional infor-
mation 

Panels Installation options 

Above Ground Installation

 
Panel Thickness: 1 1/2” 
Base: “U” Channel and concrete 
Access: Type A Access  
Retrofit Option Available

  
Pit Set Installation

 
Panel Thickness: 2” 
Base: “U” Channel and concrete 
Access: Type A or Type B Access 
Retrofit Option Available

  

FHA Approved Installation

 

Panel Thickness: 2” 
Base: Concrete Footer 
Compatible with FHA loans 

 

Access: Type A or Type B Access 
Retrofit Option Available

 

Termite Treated

  

VA Approved Installation

 

Panel Thickness: 2” 
Base: Concrete Footer 
Compatible with VA loans 

 

Access: Type A or Type B Access 
Retrofit Option Available

 

Termite Treated

 

Access/Controlled Environment 
Options          

Installation 

Custom-manufactured steel clips and brackets are used 
to secure panels to house 

Concrete “U” channels are utilized to allow for leveling 
and stability 

1/ 4” screen is used at all vent points to prevent rodent 
access 

During the final phase of installation, concrete is used 
at the base of the panels, preventing rodent access and 
ensuring that they will remain stable for years to come 

Pum-Crete Skirting can integrate with virtually any 
controlled environment system that is in place 

Above Ground Installation 

Pit Set Installation 

          Trim Ventilation System                       
allows higher backfill       


